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Risk Assessment Form

	Company Name

	

	Assessment completed by
	
	Date
	



	Make judgement about your competence regarding training and experience to carrying out this risk assessment

	Low training and experience

	Good Training and experience

	High training and experience




	Activity or area being assessed
	Using Forklift Truck

	Location or Site
	



	Step 1 Who might be affected

	Employees





	Contractors





	Visitors/Public





	Young persons




	Pregnant or women or nursing mothers


	Other (please describe)
	How many people may be affected

	
	
	
	
	
	
	



	Step 2 
Hazard Type
	Location and type of hazard
	Step 3 
Risk Level (Table 1)
	Guidance note or reference

	
	
	TR
	MR
	SR
	IR
	

	Forklift Truck used on a poor surface and toppling over
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of Forklift being overturning on a poor working surface
	
	
	
	
	

	Forklift Truck used in on sharp bends
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of Forklift being used in poor working environments
	
	
	
	
	

	Forklift Truck used in on roads, gangways and aisles with insufficient width or overhead clearance
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of Forklift being used in poor working environments
	
	
	
	
	

	Forklift Truck used in poor working environments
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of Forklift being used in poor working environments
	
	
	
	
	

	Battery checks on the Forklift Truck
	Individuals sustaining injuries when checking the battery on the Forklift Truck
	
	
	
	
	

	Damaged parts on the Forklift Truck including carriage; roll protection device and attachments
	Accident potential increasing due to damaged or worn parts on the Forklift
	
	
	
	
	

	Damaged tyres on the Forklift Truck
	Accident potential increasing due to damaged tyres
	
	
	
	
	

	Damaged safety devices on the Forklift Truck
	Accident potential increasing due to damaged safety features such as damaged warning devices, damaged flashing beacons, horn and lights not working
	
	
	
	
	

	Lack of safety features on the Forklift Truck
	Accident potential increasing due to the lack of safety features such as audible warning devices, flashing beacons, horn and lights
	
	
	
	
	

	Forklift Truck used without the safety belt being worn
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of falling from the Forklift Truck
	
	
	
	
	

	Forklift Truck used in areas where other vehicles are operators
	Other vehicle operators and Operator sustaining injuries from serious and possibly fatal, as a result of Forklift coming into contact with other vehicles
	
	
	
	
	

	Forklift Truck used in areas where pedestrians are working
	Pedestrians sustaining injuries from serious and possibly fatal, as a result of Forklift coming into contact with the Individual
	
	
	
	
	

	Forklift Truck used in an unsafe manner due to lack of competence and training
	Individuals sustaining injuries from minor to serious and possibly fatal, as a result of the poor use of the Forklift Truck
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	



	PPE Requirements

	Head protection
	Eye protection
	Foot protection
	Ear Protection
	Respiration protection
	Hand Protection
	Hi visibility
	Safety harness

	

	

	

	

	

	

	

	




	Step 4
Hazard
	What are you doing now and what further action is required
	By who
	By when
	Completion date

	Forklift Truck used on a poor surface and toppling over
	Forklift Truck to be used correctly in a safe environment where they are designed for use 
Attention to be paid to reducing risks associated with the workplace
Forklift Trucks used on a good, flat surface within the warehouse and outside in the yard
	
	
	

	Forklift Truck used in on sharp bends
	Attention to be paid to reducing risks associated with the workplace
Caution to be exercised by Forklift Truck Operator when going around bends
Caution to be exercised by Forklift Truck Operator when un‐sited by bends
Forklift Truck used in the Warehouse. There are no sharp bends in the warehouse and good visibility
	
	
	

	Forklift Truck used in on roads, gangways and aisles with insufficient width or overhead clearance
	Attention to be paid to reducing risks associated with the workplace Caution to be exercised by Forklift Truck Operator working in narrow areas Caution to be exercised by Forklift Truck Operator working near overhead obstacles. Horn to be used when working around
	
	
	

	Forklift Truck used in poor working environments
	Forklift Truck to be used correctly in the environment they are designed for use
Attention to be paid to reducing risks associated with the workplace
	
	
	

	Battery checks on the Forklift Truck
	Controls required for battery checks on the Forklift Truck     
PPE needs to be worn ‐ Eye Protection/ Gloves Battery needs to be inspected for leaks Switch off charger before disconnecting/ connecting. Ensure lead is stored safely
	
	
	

	Damaged parts on the Forklift Truck including carriage; roll protection device and attachments
	Planned Preventive Maintenance in place  
Insurance checks conducted under LOLER and PUWER
Checks conducted during Forklift Truck checks
	
	
	

	Damaged tyres on the Forklift Truck
	Planned Preventive Maintenance in place  
Checks conducted on tyres during Forklift Truck checks
	
	
	

	Damaged safety devices on the Forklift Truck
	Planned Preventive Maintenance in place or Breakdown Maintenance including: Repairs to audible sounder Repairs to beacons Repairs to horn
Repairs to lights (if fitted and required)
	
	
	

	Lack of safety features on the Forklift Truck
	Working audible sounder Working beacons Working horn
Working lights (if fitted and required)
	
	
	

	Forklift Truck used without the safety belt being worn
	Seatbelts fitted to Forklift(s) Forklift Truck to be used correctly with seat belt worn 
Disciplinary measures need to be in place for noncompliance to rules
	
	
	

	Forklift Truck used in areas where other vehicles are operators
	Forklift Truck to be kept away from other vehicles where possible Attention to be paid to reducing risks associated with Vehicles and Forklifts Clearly marked traffic routes and signage                                           High vis vests to be worn in poor light or high traffic areas
	
	
	

	Forklift Truck used in areas where pedestrians are working
	Forklift Truck to be kept away from pedestrians where possible Attention to be paid to reducing risks associated with the Pedestrians and Forklifts                                       Barriers in place and clearly marked Clearly marked pedestrian walkways and authorised only access areas
	
	
	

	Forklift Truck used in an unsafe manner due to lack of competence and training
	Forklift Truck to be used correctly by competent individuals.
Forklift Truck operators to be assessed as competent Forklift Truck operators to be authorised to use the Forklift
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



	Additional Notes:

	
All activities considered at worst Tolerable Risk when all control measures in place










Assessors’ signature:		_______________________________
Date:				____________
Line managers’ signature:	_______________________________
Date:				____________

	Step 6 Assessor to review
	Date of review

	
	





Please see table 1 and 2 on the next page.







[bookmark: _GoBack]Table 1
	Possible Outcome

	
	Slightly Harmful
	Harmful
	Extremely Harmful

	Highly Unlikely
	Trivial Risk
	Tolerable Risk
	Moderate risk

	Unlikely
	Tolerable Risk
	Moderate risk
	Substantial Risk

	Likely
	Moderate risk
	Substantial Risk
	Intolerable Risk

	Note: Tolerable here means that risk has been reduced to the lowest level reasonably practicable.



Table 2
	Risk Level
	Action and Timescale

	 Trivial
	No action is required and no documentary records need to be kept.

	TR Tolerable
	No additional controls are required.  Consideration may be given to a more cost-effective solution or improvement that imposes no additional cost burden.  Monitoring is required to ensure that the controls are maintained.

	MR Moderate
	Efforts should be made to reduce the risk but costs of prevention should be carefully measured and limited.  Risk reduction measures should be implemented within a defined time period.  Where the moderate risk is associated with extremely harmful consequences, further assessment may be necessary to establish more precisely the likelihood of harm as a basis for determining the need for improved control measures.

	
	

	SR Substantial
	Work should not be started until the risk has been reduced.  Considerable resources may have to be allocated to reduce the risk.  Where the risk involves work in progress urgent action should be taken.

	IR Intolerable
	Work should not be started or continued until the risk has been reduced.  If it is not possible to reduce risk even with unlimited resources, work has to remain prohibited..



Note: These tables are for guidance only, experienced and trained supervisor’s discretion should always have the final say in any particular task or project. If in doubt ask!  
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Your safety is our concern




